
2010
INTERNATIONAL TOPPER (5.3m2)

and TOPPER 4.2 m2

GBR PRESCRIPTIONS

These Prescriptions do not change the International Topper (5.3m2) and Topper 4.2m2 Class Rules, they
are provided to clarify the modifications and requirements for racing organised by ITCA (GBR):

Administration and Sail Number (Article 3)
When sailing at international events the letters GBR should be added to both sides of the sail as per the
following instructions:

GBR Letters:
 Should be placed on both sides of the sail with the letters on the starboard side being above the

ones on the port side.
 On 5.3 m

2
sails they should be placed in the panel beneath the Top Hat logo. On 4.2 m

2
they

should be placed in the panel beneath the sail numbers
 The height of the letters should be 230mm.
 They should be pre-formed letters at least as clear as Helvetica
 There should be 45mm between each element of the complete letter.
 The letters should be the same colour as the sail numbers.

STARBOARD SIDE

 The upper edge of the letters should be placed 45 mm from the upper seam of that panel
 They should start 45mm from the back of the sail.

PORT SIDE

 The upper edge of the port letters should be 45mm below the ones on starboard.
 They should finish 45mm from the back of the sail.

CHAMPIONSHIP NUMBERS:
 Should be placed on both sides of the sail with the numbers on the starboard side being above the

ones on the port side.
 The height of the numbers should be 230mm.
 They should be pre-formed letters at least as clear as Helvetica or ‘Digital Eights’ cut in the

preferred style.
 There should be 45 mm between each element of the complete number.
 The numbers should be black or white to contrast the panel.

STARBOARD SIDE 5.3 m
2

sail

 The starboard numbers are to be in the 2nd coloured panel from the bottom of the sail.
 The start of the number should be placed 45mm from the leech of the sail.
 The upper edge of the number should be 45mm from the upper seam of the panel.

PORT SIDE 5.3 m
2

sail

 The port numbers are to be in the 2nd coloured panel from the bottom of the sail.
 On the port side of the sail the upper edge of the numbers should be 45mm from the lower edge of

the starboard numbers
 The end of the last number should finish 20 mm from the reinforcement patch.

STARBOARD SIDE 4.2 m
2

sail

 The starboard numbers are to be in the coloured panel 2nd up from the bottom of the sail.
 The lower edge of the numbers should be placed 45 mm from the lower seam of that panel and

start 20 mm from the clew reinforcement.



PORT SIDE 4.2 m
2

sail

 The port numbers are to be in the bottom coloured panel.
 The top of the numbers are to be placed 20 mm from the top seam of that panel and finish 20 mm

from the clew reinforcement patch

STARBOARD SIDE 5.3 m
2

sail (old design)

 The number should be placed in the lowest complete panel of the sail – the third up from the
bottom of the sail

 The start of the number should be placed 100mm from the leech of the sail.
 The lower edge of the number should be 100 mm above the lower seam of the panel.
 If the sail already has a GBR marking on each side of the sail in the above position, the number will

be placed as an extension of the port side GBR marking but on the starboard side.

PORT SIDE 5.3 m
2

sail (old design)

 The numbers should be 50 mm from the top seam of the panel.
 The end of the last number should finish 20 mm from the middle clew reinforcement finger.

HULL MARKING

 The numbers shall be placed on the starboard side of the cockpit rear face.
 The numbers should be placed centrally between the central mainsheet horse cleat and the side

deck moulding.
 The numbers shall be placed so that the top edge of the numbers is more than 20 mm and less

than 40 mm from the top of the face.
 The numbers are to be easily read from in front of the boat and should be approximately 75 mm

high. The use of car index numbers is recommended.

Alterations and Replacements (Article 5.)

Toe Strap
Adjustable central toe straps may be fitted in accordance with the following specification:

 The toe strap should consist of a single length of webbing that is to be attached at either end by the
existing fixings in the cockpit deck.

 The toe strap may be padded.
 There should be no mechanical fastening attached to the toe strap to secure cleats.
 Only plastic items and rope may be used in the adjustment device. Other materials may be used

with the agreement of the Committee.
 There should be no hard / sharp edges that could injure a sailor should they inadvertently stand or

kneel on it.
 The side decking straps should not be cut, holed or changed in any way to facilitate the adjustable

toe strap.
 Sailors should be able to shorten and lengthen the toe strap with a one handed operation.
 No additional holes are permitted in the hull.
 Only like for like changes may be made to other deck equipment.

P Clips
 Stainless steel or plastic P clips may be fitted to the bottom section of the mast and on the boom

using existing rivet holes.

Racing (Article 7)

Painter
 The bow line shall be longer than 1500 mm and ideally 2500 mm in length
 An eye may be formed in both ends of the painter for towing purposes and the attachment of the

dagger board elastic.
 The longer length of painter should be long enough to reach the rear edge of the centreboard

casing.


